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B4V 710 LA6 IMB3

General

MarelliMotori is recognised internationally as a
leading supplier of Generators and Electric Motors.

These quality products are backed by an organisation
of skilled people providing sales, service, parts and
technical support.

MarelliMotori is a technologically advanced
manufacturing facility respecting the industry
standards through its 1SO 9001 “Certificate of
Quality System”.

MarelliMotori is also committed to respect the
environment and is accredited with the 1SO 14001
“Certificate of Environmental Management System”
and the BS OHSAS 18001 “Certified Health and
Safety System”. Our products are also approved or
compliant with all major classification societies such
as ABS, BV, CCS, DNV, GL, KR, LR, NK, RINA, RS.

000 “BUK-3Hepro”

Ten. +7 (800) 333-47-37
Site: www.vecgroup.ru
E-mail: info@vecgroup.com

Cooling flow schema

This series of airto water cooled motors was designed
by MarelliMotori for heavy duty applications where
natural ventilation is limited.

The air to water cooling system is a very efficient
manner to provide an excellent power output even
at lower speed which is very important in constant
torque applications.

These motors, originally designed for tight shipboard
applications as main propulsion drives and bow
thrusters, now find themselves in heavy industry
for compressors, pumps, rollers and other rotating
equipment.
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Member of CISQ Federaﬂon

RINA &

1SO 9001:2000
Certified Quality System

Member of CISQ Federoﬂon

RINA &

1SO 14001:2004
Certified Environmental System

RINA

BS OHSAS 18001:2007
Certified Health & Safety System
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Table applies to main supply. For low voltage inverter application, no derating needed. Data presented in rating lists are typical values.
For medium voltage inverter application, please contact MarelliMotori.

690V 3kV 6 kv 11 kV 13.8 kV
Type kw kW kW kW kW kw kW kw
@50 Hz @60 Hz @50 Hz @60 Hz @50 Hz @60 Hz @50 Hz @60 Hz

4 poles

B4V 630 LA4 2400 2800 2400 2800 2100 2400 1650 1800
B4V 630 LB4 2800 3200 2700 3100 2300 2600 1900 2050
B4V 630 LC4 3200 3600 3100 3500 2700 3000 2200 2350
B4V 710 LA4 1 - - 3600 4200 3200 3700 2600 2800
B4V 710 LB4 1 - - 4000 4600 3700 4200 2900 3100
B4V 710 LC41 - - 5000 5600 4500 5000 3600 3800
6 poles

B4V 630 LA6 2000 2400 1900 2300 1700 2000 1400 1500
B4V 630 LB6 2300 2700 2100 2450 1950 2300 1600 1700
B4V 630 LC6 2600 3000 2450 2850 2200 2500 1800 1900
B4V 710 LA6 3100 3600 2950 3450 2650 3000 2200 2300
B4V 710 LB6 3500 4100 3300 3900 3000 3450 2450 2600
B4V 710 LC6 4100 4800 3900 4550 3500 4000 2800 3000
B4V 800 LA6 4700 5500 4700 5500 4400 5100 3900 4200
B4V 800 LB6 5100 6000 5100 6000 4800 5500 4300 4600
B4V 800 LC6 5600 6400 5600 6400 5300 6000 4700 5000
8 poles

B4V 630 LAS8 1400 1700 1350 1600 1250 1500 1000 1100
B4V 630 LB8 1600 1900 1550 1800 1400 1650 1200 1300
B4V 630 LC8 1800 2200 1700 2000 1550 1850 1350 1400
B4V 710 LA8 2200 2600 2200 2600 2000 2400 1700 1850
B4V 710 LB8 2500 3000 2500 3000 2300 2750 1950 2100
B4V 710 LC8 3000 3500 2900 3300 2600 3000 2200 2300
B4V 800 LAS8 3500 4100 3500 4100 3300 3800 2500 2700
B4V 800 LB8 4200 4900 4200 4900 3900 4300 3000 3200
B4V 800 LC8 5000 5700 5000 5700 4700 5300 3600 3800
10 poles

B4V 630 LA10 1100 1300 1000 1150 900 1100 800 850
B4V 630 LB10 1250 1500 1150 1300 1050 1200 900 960
B4V 630 LC10 1400 1650 1300 1500 1200 1400 1000 1050
B4V 710 LA10 1900 2200 1800 2100 1550 1800 1400 1500
B4V 710 LB10 2200 2600 2100 2450 1800 2100 1600 1700
B4V 710 LC10 2600 3100 2500 2800 2200 2500 1800 1850
B4V 800 LA10 3000 3600 2900 3500 2600 3200 2100 2200
B4V 800 LB10 3500 4000 3400 3900 3000 3500 2500 2600
B4V 800 LC10 4000 4600 3900 4500 3400 3900 2800 2900

Table applies to machines with the following characteristics:

Rated voltage: + 5% Insulation / Temperature Class : F / B (for main supply)
Frequency: = 2% Rotor: Copper squirrel cage

Ambient temperature: 40°C Degree of Protection: IP 54

Altitude: < 1000 m above sea level Cooling: IC 81 W

Water temperature: <36 °C
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